
Striking Element 5J

 (IEC 60068-2-75)

Impact Pendulum 5J

Impact Pendulum 5J (Impact Test Apparatus / 

Pendulum Hammer) was designed and 

manufactured to perform the test specified 

in .IEC 60068-2-75

It consists of a supporting pipe structure an 

articulated arm having an impact mass of 1.7 

Kg (Stricking Element) at end.

Technical characteristics

l  .Dimensions: 350mm x 880mm x 1500mm (h)

l  .Material: Steel

l .Surface finishing: Painting

l .Weight: 35Kg

l  IEC 60068-2-75.According to:

Striking Element 2J

l  .Material: Stainless Steel

l .Radius Striking Element: 25mm

l 60mm.Diameter: 

l  IEC 60068-2-75.According to:

l Weight: 1,7Kg.

S
e

g
u

ri
d

a
d

 E
lé

ct
ri

ca
 r

e
se

rv
e

s 
th

e
 r

ig
h

t 
to

 c
h

a
n

g
e

 t
h

e
 s

p
e

ci
fi

ca
ti

o
n

s 
o

r 
d

e
si

g
n

 w
it

h
o

u
t 

p
ri

o
r 

n
o

ti
ce

.

Tel. (+54 0341) 222 1272  
contacto@seguridadelectrica.com

www.seguridadelectrica.com
Industria Argentina
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